






















FILTER PIPETTE TIPS 
FEATURES 

@---- Universal fit, leak proof fitment 

All Tips are manufactured from ultra pure USP Class VI certified 
@- virgin polypropylene to ensure the highest quality. Free from, 

heavy metals natural rubber & inhibitory plasticizers 

@- Superior leeching performance in its class assures contamination 
free resu Its 

@---- Precise safety gap between liquid & filter for electronic pipette 
and reverse pipetting 

@---- Hydrophobic filter that is additive free and does not absorb 
samples 

Proprietary polyethylene super filter provides aerosol and 
@- aqueous liquid by-pass prevention in over- pipetting hereby 

preventing cross contamination 

@- 5 Stage quality control procedures ensure 100% quality & 
performance. All Abdos Tips are DNase, RNase & Pyrogen free 

@---- Precise graduation mark for error free pipetting 

Diamond polished moulds for an extremely hydrophobic & 
smooth surface to ensure lowest retention in its class 

@---- The use of the latest injection moulding processes produces high 
precision thin walled tips with high clarity for better visibility of 
samples 

• Prevents Both Liquid & Aerosol passing 
through the filter. 

• Best Suited for Biological application 
• Abdos Filter are 100% pure porous PE makes 

Recovery of Samples from Wetted, Filtered 
without Contamination. 

• Non Cytotoxic (ISO 10993-5 MRM, Minimal 
Essential Media Elution , GLP Compliant) 

• 99.9% Bacterial Aerosol Filtration Efficiency 
(BFE), (ASTM F21012) 

• Non Hemolytic (Modified ASTM F 756-08 
Hemolysis Direct Contact GLP with Human Blood) 

• Inert, Hydrophobic Filter does not trap or block 
the liquid 

• Can Be Autoclaved 



PIPETIE & LIQUID HANDLING CONSUMABLES 

ABDOS SUPER FILTER PREVENTS BOTH LIQUID 
& AEROSOL PASSING THROUGH THE FILTER. 

CASE STUDY: 

Contamination is one of the major issue we faced while working 
in our labs, majorly contamination is been carried out while 
pipetting the samples from one source to other therefore Abdos 
offers Super filter that prevents Both liquid & Aerosol passing 
through the filter thus make pipette shaft contamination free. 

Non filter Pipette Tips: 

May lead to contaminate the pipette as there is no barrier for 
Liquid or Aerosol to prevent entering into the shaft. Thus can 
affect your experiment & you may loose your precious samples. 

Filter Pipette Tips (Available in market): 

Few pipette Tip with filter act as selective barrier for liquid or 
Aerosol. Since filter act as selective barrier therefore there might 
be chances of getting pipette shaft contaminated by liquid or 
Aerosol. 

ABDOS Filter Pipette Tips: 

Super filter prevents Aerosol passing through & aqueous liquid 
by-pass prevention in over- pipetting. Thus makes it unique in 
preventing the contamination. 
Proprietary Pure Porous Hydrophobic PE filter help us to recover 
contamination free samples from wetted filter and does not trap 
or block the liquid into the filter. 
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Filter Tips, Bulk in Resealable Bags 

Code Capacity (µI} Colour No. Per Case 

P11001 0.2 - 1 O (Graduated) Natural 1000 

P11002 0.2 - 1 O (Extended Graduated) Natural 1000 

P11003 2-20 (Graduated) Natural 1000 

P11004 2-100 (Graduated) Natural 1000 

P11005 2-200 (Graduated) Natural 1000 

P11006 2-300 (Graduated) Natural 1000 

P11007 100-1000 (Natural) Natural 500 

Filter Tips - Racked, PP 

Code Capacity (µI) Colour No. Per Case 

P11020 0.2-1 O (Graduated) Natural 1 o Racks x 96 Pcs 

P11022 0.2-1 O Extended (Graduated) Natural 1 o Racks x 96 Pcs 

P11024 2-20 (Graduated) Natural 1 o Racks x 96 Pcs 

P11026 2-50 (Graduated) Natural 1 O Racks x 96 Pcs 

P11028 2-100 (Graduated) Natural 1 O Racks x 96 Pcs 

P11032 2-200 (Graduated) Natural 1 O Racks x 96 Pcs 

P11034 2-300 (Graduated) Natural 1 o Racks x 96 Pcs 

P11036 100-1000 Natural 1 o Racks x 96 Pcs 

Filter Tips - Sterile Racked, PP 

Code Capacity (µI} Colour No. Per Case 

P11021 0.2-1 O (Graduated) 

P11023 0.2-1 O Extended (Graduated) 

P11025 2-20 (Gradated)

P11027 2-50 (Gradated)

P11029 2-100 (Gradated)

P11033 2-200 (Gradated)

P11035 2-300 (Gradated)

P11037 100 -1000 
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LAST DROP™ FILTER TIP 
LOW RETENTION FILTER PIPETIE TIP 

FEATURES 

Universal fit, leak proof fitment --@ 

Highly homogenous surfacefree --@ 
of defects sites, preventing 

non-specific binding 

Proprietory polyethylene super 
filter provides aerosol and aqueous ----@ 

liquid by-pass prevention in over-
pipetting hereby preventing cross 

contamination 

Precise safety gap between --@ 
liquid & filter for electronic 

pipette and reverse pipetting 

Optimal surface to enhance --@ 
dispensing behaviour & 

minimal sample loss of highly 
viscous liquids or sampls or 

samples containing detergents. 

@-- Superior leeching performance in its class 
assures contaminationfree results 

@-- All Tips are manufactured from ultra pure 
USP Class VI certified virgin polypropylene 
to ensure the highest quality. Free from 
heavy metals natural rubber & 
inhibitory plasticizers 

@- - Hydrophobic filter that is additive free and 
does not absorb samples 

@- - The retention level is minimal with viscous liquid thus 
reduce sample retention for precision & to save 
on costly reagents. 

@-- The use of the latest injection moulding processes 
produces high-precision, thin walled tips with 
high clarity for better visibility of samples 



Last Drop, Low Retention Filter Tips, Bulk in Resealable Bags 

Code Capacity {µI) Colour No. Per Case 

P11050 0.2 - 1 O (Graduated) Natural 1000 

P11051 0.2 - 1 O (Extended Graduated) Natural 1000 

P11052 2-20 (Bevelled Graduated) Natural 1000 

P11053 2-100 (Bevelled Graduated) Natural 1000 

P11054 2-200 (Bevelled Graduated) Natural 1000 

P11055 2-300 (Graduated) Natural 1000 

P11056 100-1000 (Natural) , Bulk Natural 500 

Last Drop, Low Retention Filter Tips - Racked, PP 

Code Capacity {µI) Colour No. Per Case 

P11060 0.2-1 O (Graduated) Natural 1 o Racks x 96 Pcs 

P11062 0.2-1 O Extended (Graduated) Natural 1 o Racks x 96 Pcs 

P11064 2-20 (Graduated) Natural 1 O Racks x 96 Pcs 

P11066 2-50 (Graduated) Natural 1 O Racks x 96 Pcs 

P11068 2-100 (Graduated) Natural 1 o Racks x 96 Pcs 

P11072 2-200 (Graduated) Natural 1 o Racks x 96 Pcs 

P11074 2-300 (Graduated) Natural 1 o Racks x 96 Pcs 

P11076 100-1000 Natural 1 o Racks x 96 Pcs 

Last Drop, Low Retention Filter Tips - Sterile Racked, PP 

Code Capacity {µI) Colour No. Per Case 

P11061 0.2-1 O (Graduated) 

P11063 0.2-1 O Extended (Graduated) 

P11065 2-20 (Gradated) 

P11067 2-50 (Gradated) 

P11069 2-100 (Gradated) 

P11073 2-200 (Gradated) 

P11075 2-300 (Gradated) 

P11077 100 -1000 

Abdos Labtech Pvt Ltd 
E: labtech@abdosindia.com 
W: www.abdoslabware.com 
P: +91 - 011 - 44800980 
F: +91 - 011 - 44800987 
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